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3.7 Aisles. All employees are responsible to ensure that aisles are kept clean,
free of material, finished parts, scrap, or any type of debris.

3.8 Floors. Maintenance will ensure that all floor spaces are maintained in a clean
and orderly manner.

3.9 Walls and ceilings. Maintenance will ensure that all wall spaces are properly
painted, and maintained in a clean and orderly manner. Postings will be confined
to bulletin boards and other appropriate areas.

3.10 Storage facilities. Appropriate procedures will be followed based on the type
of storage facility.

3.11 Employee facilities. Lockers will be used to protect personal belongings from
theft. Locker areas will be kept clean and orderly. Belongings found insecure will
be turned over to management for disposition.

3.12 Emergency exit doors. Will be kept free of any obstacles at all times. Any
employee finding an emergency door blocked should immediately report the
condition to a supervisor for correction. Exit lights and signs will also be maintained
in proper condition at all times, and immediately reported if deficient.

3.13 Spills. Spills of non-hazardous materials will be cleaned up immediately by
the employee responsible for such, or reported immediately to Housekeeping. If
the spill cannot be removed immediately, then warning signs or barricades
sufficient to warn personnel will be installed.

4. Aisles and passageways.
4.1 Where mechanical handling equipment is used, sufficient safe clearances will
be maintained for aisles, at loading docks, through doorways and wherever turns
or passage must be made. Aisles and passageways shall be kept clear and in
good repairs, with no obstruction across or in aisles that could create a hazard.
4.2 Permanent aisles and passageways shall be appropriately marked.

5. Covers and guardrails.

Covers and/or guardrails shall be provided to protect personnel from the
hazards of open pits, tanks, vats, ditches, etc.

5.1 Supervisory responsibilities. Work areas under their control will be properly
guarded, covered, cordoned off, or marked to prevent injury. Supervisors will
ensure the following are properly secured and reported to maintenance:

5.1.1 Stairways unguarded/containing holes.

5.1.2 Ladderway floor openings unguarded.

Page 3 of 11



SALISBURY UNIVERSITY SLIPS, TRIPS, AND FALLS

5.1.3 Hatchway and chute floor opening unguarded.

5.1.4 Skylight floor openings unguarded.

5.1.5 Pit and trapdoor floor openings unguarded.

5.1.6 Manhole floor openings unguarded.

5.1.7 Temporary floor openings unguarded.

5.1.8 Floor holes/openings unguarded.

5.1.9 Chute wall openings unprotected.

5.1.10 Window wall openings unprotected.

5.1.11 Temporary wall openings unprotected.

5.1.12 Open-sided floor or platforms unguarded.

5.1.13 Runways unprotected.

5.1.14 Stairways unprotected.

6. Floor loading protection.

6.1 Whenever loads or single items exceeding 350Ibs are to be placed on floor
areas or roofing structures, employees will determine the safe load capacity before
taking this action.
6.2 Safe floor loading capacities will be marked on plates of approved design,
which shall be supplied and securely affixed in a conspicuous place in each space

to which they relate.

6.3 Such plates will not be removed or defaced. If lost, removed, or defaced, they
will be reported to the Maintenance Dept. and replaced mmedaigly.

6.4 All employees must note that it is unlawful to place, cause, or permit to be
placed, on any floor or roof of a building or other structure, a load greater than that
for which such floor or roof is approved by the building official.

7. Guarding floor and wall openings, and holes.

7.1 Protection for floor openings.
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7.1.1 Stairway floor openings. Stairway floor openings shall be guarded by
a standard railing constructed in accordance with 29 CFR 1910.23,
paragraph (e). The railing shall be provided on all exposed sides (except
at entrances to stairways). For infrequently used stairways where traffic
across the opening prevents the use of a fixed standard railing (as when
located in aisle spaces, etc.), the guard shall consist of a hinged floor
opening cover of standard strength and construction
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7.1.5 Pit and trapdoor floor openings. Pit and trapdoor floor openings,
infrequently used, shall be guarded by a floor opening cover of standard
strength and construction. While the cover is not in place, the pit or trap
opening shall be constantly attended by someone or shall be protected on
all exposed sides by removable standard railings.

7.1.6 Manhole floor openings. Manhole floor openings shall be guarded by
a standard manhole cover which need not be hinged in place. While the
cover is not in place, the manhole opening shall be constantly attended by
someone or shall be protected by removable standard railings.

7.1.7
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edges are chamfered to an angle with the horizontal of not over 30
degrees. All hinges, handles, bolts, or other parts shall set flush with
the floor or cover surface.

7.1.9 Stairway doors. Where doors or gates open directly on a stairway, a
platform shall be provided, and the swing of the door shall not reduce the
effective width to less than 20 inches.

7.2 Protection for wall openings and holes.

7.2.1 Wall openings. Wall openings from which there is a drop of more
than 4 feet shall be guarded by one of the following:

7211 Rall, roller, picket fence, half door, or equivalent barriers.

Where there is exposure below to falling materials, a removable toe

board or the equivalent shall also be provided. When the opening is

not in use for handling materials, the guard shall be kept in position

regardless of a door on the opening. BTU6 797aP AMCID 3BDC qQT[F2 12 Tfll0
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7.2.2 Chute wall openings. Chute wall openings from which there is adrop
of more than 4 feet shall be guarded by one or more of the barriers specified
in paragraph 7.2.1.1 or as required by the conditions.

7.2.3 Window wall openings. Window wall openings at a stairway landing,
floor, platform, or balcony, from which there is a drop of more than 4 feet,
and where the bottom of the opening is less than 3 feet above the platform
or landing, shall be guarded by standard slats, standard grill work, or
standard railing. Where the window opening is below the landing, or
platform, a standard toe board shall be provided.

7.2.4 Temporary wall openings. Temporary wall openings shall have
adequate guards but these need not be of standard construction.

7.2.5 Where there is a hazard of materials falling through a wall hole, and
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9. Stairs, railings and guards.

9.1
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Wall opening. An opening at least 30 inches high and 18 inches wide, in any wall or
partition, through which persons may fall; such as a yard-arm doorway or chute opening.
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